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Ὰ Ђş 

΅  TD- 2.0 TD- 20 TD- 30 TD- 35 

ֳ ḫϠЅ ᾜőm2/g  115 110 85 120 

ő10- 5m3/kg  115¿5 100¿5 70¿5 70¿5 

őÜ% 110 115 110 115 

ῒ Ὼ őÛ% 1.0 1.0  0.8 0.5  

ὯᶳőÛ% 0.6 0.5  0.5 0.5  

45ɰm őÛ% 0.00 0.00 0. 00 0.00 
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Ђ ֮  N115 N220 N234 N326 N330 N339 N375 N550 N660 N774 

ᴃ  g/kg 160¿5 121¿5 120¿5 82¿5 82¿5 90¿5 90¿5 43¿4 36¿4 29¿4 

 10- 5m3/kg  113¿5 114¿5 125¿5 72¿5 102¿5 120¿5 114¿5 121¿5 90¿5 72¿5 

 10- 5m3/kg  97¿6 98¿6 102¿5 68¿5 88¿5 99¿5 96¿5 85¿5 74¿5 63¿5 

ᵇ % 123¿8 116¿8 123¿8 111¿8 104¿8 111¿8 114¿8 ----  ----  ----  

ֳ ḫϠ⁪

ᾜ 

103m2/kg  137¿8 114¿5 119¿8 78¿5 78¿5 91¿5 93¿5 40¿5 35¿5 30¿5 

Ѕ ᾜ 103m2/kg  124¿8 106¿5 112¿5 76¿5 75¿5 88¿5 91¿5 39¿5 34¿5 29¿5 

ῒ Ὼ  % Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 

Ὧᶺ % Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 

500ɰm  mg/kg Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 

45ɰm  mg/kg Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 

ᵇ kg/ m3 345¿40 355¿40 320¿40 455¿40 380¿40 345¿40 345¿40 360¿40 440¿40 490¿40 

300%ᴧ  Mpa - 1.4¿1.5 - 1.9¿1.0 - 0.0¿1.0 - 3.5¿1.0 - 0.5¿1.0 1.0¿1.0 1.0¿1.0 - 0.5¿1.0 - 2.2¿1.0 - 3.7¿1.0 

ᶸộ  % Û7 Û7 Û7 Û7 Û7 Û7 Û7 Û10 Û7 Û7 



Product specification  

Product:Functional carbon black   

Product type: special carbon black for rubber  articles  

ōN115, N220, N234, N326, N330, N339, 

N375,N550, N660, N774Ŏ 

Functional special carbon black

ōTD- 2.0,TD- 20,TD- 30 and TD- 35Ŏ 

Application field  

TD- 2.0 is suitable for polyurethane sealant and 

butyl hot m elt adhesive product.  

TD- 20,TD- 30 and TD- 35 is suitable for single 

component silicone sealant product.  

TD- 20 is suitable for double component silicone 

sealant product.  

It can be applied in ink and coating.  

N series used in automobile rubber articles and 

ot her rubber articles, such as tire, hose, belt 

and rubber shoes etc..  

 

Product  characteristics:  

î Low content of sieve residue and impurities  

î Good dispersion and smooth product  

î Good coloring performance  



î Good  processability of product   

î high reinf orcement, super wear resistance and 

tear resistance.  

 

Technical data:  

Inspection item  TD- 2.0 TD- 20 TD- 30 TD- 35 

Nitrogen adsorption 

specific surface 

area, m2/g  

115 110 85 120 

Oil absorption 

value, 10- 5m3/kg  

115¿5 100¿5 70¿5 70¿5 

Tinting strength  Ü% 110 115 110 115 

Heating loss, Û% 1.0 1.0  0.8 0.5  

Ash content, Û% 0.6 0.5  0.5 0.5  

45ɰm sieve residue, Û% 0.00 0.00 0.00 0.00 

impurities  None None None None 

 State  Powder Powder Powder Powder 



 

Technical index Unit 
N115 N220 N234 N326 N330 N339 N375 N550 N660 N774 

Iodine 

absorption value  

g/kg 160¿5 121¿5 120¿5 82¿5 82¿5 90¿5 90¿5 43¿4 36¿4 29¿4 

Oil absorption 

value 

10- 5m3/kg  113¿5 114¿5 125¿5 72¿5 102¿5 120¿5 114¿5 121¿5 90¿5 72¿5 

CDBP 10- 5m3/kg  97¿6 98¿6 102¿5 68¿5 88¿5 99¿5 96¿5 85¿5 74¿5 63¿5 

Tint  % 123¿8 116¿8 123¿8 111¿8 104¿8 111¿8 114¿8 ----  ----  ----  

N2SA 103m2/kg  137¿8 114¿5 119¿8 78¿5 78¿5 91¿5 93¿5 40¿5 35¿5 30¿5 

STSA 103m2/kg  124¿8 106¿5 112¿5 76¿5 75¿5 88¿5 91¿5 39¿5 34¿5 29¿5 

Heating loss % Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 Û1.5 

ash content % Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 Û0.5 

500ɰ m sieve 

residue 

mg/kg Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 Û10 

45 ɰ m sieve 

residue 

mg/kg Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 Û500 

Pour density kg/ m3 345¿40 355¿40 320¿40 455¿40 380¿40 345¿40 345¿40 360¿40 440¿40 490¿40 

300% modulus Mpa - 1.4¿1.5 - 1.9¿1.0 - 0.0¿1.0 - 3.5¿1.0 - 0.5¿1.0 1.0¿1.0 1.0¿1.0 - 0.5¿1.0 - 2.2¿1.0 - 3.7¿1.0 

Fine powder 

content 

% Û7 Û7 Û7 Û7 Û7 Û7 Û7 Û10 Û7 Û7 


